
2022
2023
CATALOGUE

EMPOWERING YOUR FLEET TO
NAVIGATE EFFICIENTLY 
AND SAFELY
SINCE 1945

Low Location
Lighting 
System



LOW LOCATION LIGHTING SYSTEM

Our specialized and certified technicians follow the 
entire LLL installation process, both for new builds 
and for refitting and replacement of Low Location 
Lighting on vessels.

They analyze the project and submit it to the 
classification authorities. Once approved, the 
installation will be carried out.  

CAIM is also certified service supplier for LLL testing 
and measurement.

Our certified technicians, equipped with high quality 
calibrated Digital Photometer, will go onboard to 
carry out the inspections and once the measurement 
is completed, they will release the certificate to the 
Master, in compliance with ISO15370 and IMO A. 
752(18) resolutions.

Photoluminescent signs, which CAIM has been 
producing and selling worldwide over 40 years, shall 
have the same performance as any installed

photoluminescent Low Location Lighting, according 
to ISO 15370.

CAIM provides the signs using Med Approved 
Photoluminescent material (cert. nr. 0575)

•	 SURVEY
•	 INSTALLATION (Rina certified)
•	 TEST & MEASUREMENT (BV certified)

IT IS HEREBY CERTIFIED THAT THE QUALITY MANAGEMENT SYSTEM OF

IAF:29

6340/01/S

C.A.I.M. SOCIETA' COOPERATIVA ARMAMENTO IMPRESE
MARITTIME

VIA DINO COL 6 R 16149 Genova (GE) ITALIA

VIA DINO COL 6 R 16149 Genova (GE) ITALIA

TRADE AND UPDATE OF PAPER AND ELETTRONIC CHARTS. TRADE OF PAPER AND ELETTRONIC
PUBBLICATIONS, NAUTICAL INSTRUMENTS, SAFETY SIGNALS, FLAGS AND SHIP SAFETY EQUIPMENT.

INSTALLATION OF SAFETY SIGNALS.

COMMERCIALIZZAZIONE  ED AGGIORNAMENTO DI CARTE NAUTICHE CARTACEE ED ELETTRONICHE.
COMMERCIALIZZAZIONE DI PUBBLICAZIONI, STRUMENTI DI BORDO, SEGNALETICA, BANDIERE ED

EQUIPAGGIAMENTI DI SICUREZZA DI BORDO, SOFTWARE DI NAVIGAZIONE.
INSTALLAZIONE DI SEGNALETICA.

Per informazioni sulla validità
del certificato, visitare il sito

www.rina.org

For information concerning
validity of the certificate, you

can visit the site
www.rina.org

CERTIFICATE No.

CERTIFICATO N.

SI CERTIFICA CHE IL SISTEMA DI GESTIONE PER LA QUALITÀ DI

PER I SEGUENTI CAMPI DI ATTIVITÀ /  FOR THE FOLLOWING FIELD(S) OF ACTIVITIES

NELLE SEGUENTI UNITÀ OPERATIVE / IN THE FOLLOWING OPERATIONAL UNITS

L'uso e la validità del presente certificato sono soggetti al rispetto del documento RINA: Regolamento per la Certificazione di Sistemi di Gestione per la Qualità

La validità del presente certificato è subordinata a sorveglianza periodica annuale / semestrale ed al riesame completo del sistema di gestione con periodicità triennale

The validity of this certificate is dependent on an annual / six monthly audit and on a complete review, every three years, of the management system

È CONFORME ALLA NORMA / IS IN COMPLIANCE WITH THE STANDARD

Per i requisiti della norma non
applicabili al campo di applicazione

del sistema di gestione
dell'organizzazione, riferirsi alle

informazioni documentate relative.

Reference is to be made to the
relevant documented information

for the requirements of the
standard that cannot be applied to

the Organization's management
system scope

ISO 9001:2015

The use and validity of this certificate are subject to compliance with the RINA document : Rules for the certification of Quality Management Systems

19.12.2001

12.01.2018

CISQ è la Federazione Italiana di Organismi di
Certificazione dei sistemi di gestione aziendale

CISQ is the Italian Federation of
management system Certification Bodies

Prima emissione
First Issue

Data revisione
Revision date

RINA Services S.p.A.

Data scadenza
Expiry Date 12.12.2019

Daniela Asaro

Manager, Genova Certification

Via Corsica 12 - 16128 Genova Italy

Data decisione di rinnovo
Renewal decision date 12.12.2016

Membro degli Accordi di Mutuo
Riconoscimento EA, IAF e ILAC

Signatory of EA, IAF and ILAC Mutual
Recognition Agreements

SGQ N° 002 A   SSI N° 001 G
SGA N° 002 D   DAP N° 001 H
PRD N° 002 B   PRS N° 066 C
SCR N° 003 F   LAB N° 0832
SGE N° 008 M  ISP N° 069E
ITX N° 002 L    GHG N° 002 O
EMAS N° 014 P



LOW LOCATION LIGHTING SYSTEM

According to IMO Res. A.752(18),  photoluminescent strips should be no less than 75 mm wide. 

In case they have a lower width, the luminance level must be proportionally increased in order to comply with the 
requirements. CAIM LLL system complies with the IMO and ISO standard. If required, we supply our LLL system with 
aluminium wall profiles in di"erent size, allowing to insert the LLL either flat or angled, to catch more light, according 
to the area where they have to be installed.

The extrusions are designed to firmly grip the CAIM Photoluminescent PVC strips upon insertion.

Profiles can be fixed either with screws, flooring adhesive or a recommended double side adhesive tape (item code 
CA101010 & CA202020 at page 74 of CAIM’s Catalogue Signs and Flags)

Width (mm) Luminance @ 10 min. (mcd/m2) Luminance @ 60 min. (mcd/m2)

75 15.00 2

70 17.22 2.29

65 19.97 2.66

60 23.44 3.12

55 27.89 3.72

50 33.75 4.5

45 41.67 5.55

40 52.73 7.03

35 68.88 9.18
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